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Almarin, distribuidor oficial de Rolec en 
España, dispone de una gran variedad 
de equipos de suministro y medición, así 
como elementos de iluminación

Durante más de 25 años, Rolec ha sido reconocida como una empresa 
especializada en el diseño, suministro e instalación de equipos para zonas 
de caravanas y campings.

www.almarin.es 

Esta línea de productos cuenta con unidades de conexión, torretas de 
servicios, sistemas de medición y control de consumos, iluminación 
LED de baja intensidad e iluminación exterior, equipos antincendios y de 
seguridad, unidades de distribución y puntos de recarga para vehículos 
eléctricos. 

UNIDADES  
DE CONEXIÓN

UNIDADES  
DE DISTRIBUCIÓN

PUNTOS 
DE RECARGA 

TORRETAS  
DE SERVICIOS

www.almarin.es 



SU1 Static Hook-Up Unit
The SU1 is a hard-wearing, cost effective
hook-up unit specifically designed to provide
either a 6amp, 10amp, 16amp, or 32amp
unmetered electrical supply via a BS4343 
IP44 electrical socket to the static caravan.

Each unit comes complete with an RCBO
providing both overload and 30mA fault 
current protection, accessible via a waterproof
customer re-set flap, as well as a set of 3 x
35mm incoming cable connection terminals.

P R O D U C T  C O D E S

•   LSAA0010 – SU1 - 16amp – skt
•   LSAA0030 – SU1 - 32amp – skt
•   LSAF0060 – 1500mm x 3mm Galv Post

SU2 Static Hook-Up Unit
The SU2 is a hard-wearing, cost effective
hook-up unit specifically designed to provide 
a MID approved kWh metered electrical supply
in either 6amp, 10amp, 16amp, or 32amp via a
BS4343 IP44 electrical socket to the static
caravan (optional SmartCard Metering
available).

Each unit comes complete with an RCBO
providing both overload and 30mA fault 
current protection accessible via a waterproof
customer re-set flap, as well as a set of 3 x
35mm incoming cable connection terminals.

P R O D U C T  C O D E S

•   LSAB0010 – SU2 - 16amp – skt – MM
•   LSAB0030 – SU2 - 32amp – skt – MM
•   LSAB0090 – SU2 - 16amp – skt – SCM
•   LSAB0110 – SU2 - 32amp – skt – SCM
•   LSAF0060 – 1500mm x 3mm Galv Post – MM Units
•   LSAF0070 – 1500mm x 3mm Galv Post – SCM Units

(Non-Metered) MID (kWh Metered)

Static Caravan Hook-Up Units

Hundreds more products available at www.rolecserv.com
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Hundreds more products available at www.rolecserv.com

Static Hook-Up Units & SmartCard Metering 05

SmartCard Metering
SmartCard Metering is Rolec’s best selling 
and industry leading metering solution and has
been specifically designed for the caravan and
holiday home park industry.  This advanced
form of SmartCard metering is the perfect, 
low cost solution to providing pre-payment
electricity metering to both static and touring
caravans as well as residential homes.
Contact us for details of MID approved
SmartCard metering as well as our new
computer managed metering system, utilising
GSM mobile technology.

P R O D U C T  C O D E S

•   LSAB0090 – SU2F – 16amp – skt – SCM 
•   LSAF0070 – 1500mm Galv Post
•   LSAB0100 – SU2F – 16amp – dc – SCM
•   LSAF0070 – 1500mm Galv Post
•   LSAB0110 – SU2F – 32amp – skt – SCM
•   LSAF0070 – 1500mm Galv Post
•   LSAB0120 – SU2F – 32amp – dc – SCM
•   LSAF0070 – 1500mm Galv Post

SU2 Combi Unit 
The SU2 Combi Unit is a hard-wearing, cost
effective combination unit specifically designed
for static and residential parks and offers a MID
approved kWh metered electrical hook-up, a
metered water supply and an optional
compartment to accommodate TV system
equipment. This combination unit is designed to
bring all of the utility services together in a neat
and tidy unit and offers either 16amp, 32amp or
63amp electrical supplies via a BS4343
electrical socket or direct connection facility. 

P R O D U C T  C O D E S

•   LSAE0010 – SU2F Combi – 16amp – skt – 1way – MM – TV 
•   LSAF0090 – 1500mm Galv Post
•   LSAE0020 – SU2F Combi – 32amp – skt – 1way – MM – TV
•   LSAF0090 – 1500mm Galv Post
•   LSAE0030 – SU2F Combi – 16amp – skt – 1way – MM – 

TV – WM 
•   LSAF0090 – 1500mm Galv Post
•   LSAE0040 – SU2F Combi – 32amp – skt – 1way – MM – 

TV – WM 
•   LSAF0090 – 1500mm Galv Post

(MID kWh Metered & Water Metered)

5

Especificaciones técnicas

Unidades de Conexión SU

Las unidades de conexión SU están 
diseñadas para proporcionar 6A, 
10A, 16A o 32A, sin contador, con 
un enchufe BS4343 (IP44) para 
conectar a la caravana o autocaravana.
Cada unidad cuenta con un interruptor 
magnetotérmico-diferencial, accesible 
a través de una tapa de reinicio 
impermeable al agua, así como 
con un conjunto de terminales de 
conexión de cables de acometida 
eléctrica. 

•	 Estructura de poliéster resistente a 
la intemperie

•	 Alimentación mediante una toma 
IP44 tipo europea o  Schuko

•	 Protecciones de 6A, 10A o 16A
•	 Se puede equipar con contador 

eléctrico (Unidad de Conexión SU2)

Unidades Combinadas SU2

Las unidades de conexión SU2 
están diseñadas para suministrar 
los kWh, con medición de agua y 
un compartimento opcional para 
el sistema de TV. Esta unidad 
combinada ofrece todos los servicios 
en uno, proporcionando 16A, 32A y 
63A a través de un enchufe BS4343 
o conexión directa. 

Hundreds more products available at www.rolecserv.com
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SmartCard Metering
SmartCard Metering is Rolec’s best selling 
and industry leading metering solution and has
been specifically designed for the caravan and
holiday home park industry.  This advanced
form of SmartCard metering is the perfect, 
low cost solution to providing pre-payment
electricity metering to both static and touring
caravans as well as residential homes.
Contact us for details of MID approved
SmartCard metering as well as our new
computer managed metering system, utilising
GSM mobile technology.

P R O D U C T  C O D E S

•   LSAB0090 – SU2F – 16amp – skt – SCM 
•   LSAF0070 – 1500mm Galv Post
•   LSAB0100 – SU2F – 16amp – dc – SCM
•   LSAF0070 – 1500mm Galv Post
•   LSAB0110 – SU2F – 32amp – skt – SCM
•   LSAF0070 – 1500mm Galv Post
•   LSAB0120 – SU2F – 32amp – dc – SCM
•   LSAF0070 – 1500mm Galv Post

SU2 Combi Unit 
The SU2 Combi Unit is a hard-wearing, cost
effective combination unit specifically designed
for static and residential parks and offers a MID
approved kWh metered electrical hook-up, a
metered water supply and an optional
compartment to accommodate TV system
equipment. This combination unit is designed to
bring all of the utility services together in a neat
and tidy unit and offers either 16amp, 32amp or
63amp electrical supplies via a BS4343
electrical socket or direct connection facility. 

P R O D U C T  C O D E S

•   LSAE0010 – SU2F Combi – 16amp – skt – 1way – MM – TV 
•   LSAF0090 – 1500mm Galv Post
•   LSAE0020 – SU2F Combi – 32amp – skt – 1way – MM – TV
•   LSAF0090 – 1500mm Galv Post
•   LSAE0030 – SU2F Combi – 16amp – skt – 1way – MM – 

TV – WM 
•   LSAF0090 – 1500mm Galv Post
•   LSAE0040 – SU2F Combi – 32amp – skt – 1way – MM – 

TV – WM 
•   LSAF0090 – 1500mm Galv Post

(MID kWh Metered & Water Metered)
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See our dedicated EV charging product catalogue for further options

WallPod Hook-Ups & Combined Hook-Up / EV Charging Units

WallPod: The Modern
Hook-Up Unit
The WallPod Hook-Up Unit is the modern
alternative to the traditional grey hook-up box
and is able to provide a 16amp or 32amp kWh
metered or unmetered supply via a BS4343 IP44
electrical socket.

Each WallPod comes complete with an RCBO
providing both overload and 30mA fault current
protection accessible via a waterproof customer
re-set flap, as well as a set of 3 x 35mm
incoming cable connection terminals.

P R O D U C T  C O D E S

•   LSWA0010 – 16amp – skt
•   LSWA0030 – 32amp – skt
•   LSWA0020 – 16amp – skt – MM
•   LSWA0040 – 32amp – skt – MM
•   LSWA0080 – 1500mm x 3mm Galv Post

SU2 / EV Hook-Up Unit 
c/w EV Charging
Presenting a metered hook-up unit with the
addition of an electric vehicle charging
socket. These units include the charging
socket, the vehicle communication unit,
RCBO protection and kWh meter for the
electric vehicle charging socket, in addition to
the RCBO and MID kWh meter installed for
the caravan hook-up socket.

P R O D U C T  C O D E S

•   LSEV0010  – 16amp – 1way – 16amp EVCS
•   LSEV0020  – 16amp – 1way – 32amp EVCS
•   LSEV0110  – 16amp – 1way – MM – 16amp EVCS
•   LSEV0120  – 16amp – 1way – MM – 32amp EVCS 
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Especificaciones técnicas

Unidades Smartcard

Las unidades Smartcard incorporan 
el sistema Smartcard, una solución 
económica de medición para 
aplicaciones prepago de electricidad 
para campings y bungalows. Se trata 
de un equipo de fácil uso que trabaja 
de manera autónoma y permite el 
control del consumo individualmente 
sobre cada toma. 

•	 Equipado con lector de tarjetas de 
prepago

•	 Sistema autónomo

Wallpod

El Wallpod es una alternativa a las 
unidades convencionales. Es capaz 
de proporcionar 6A, 10A, 16A o 
32A con o sin medición de kWh a 
través de un enchufe BS4343 (IP44).
Cada Wallpod se completa con 
un interruptor magnetotérmico-
diferencial, accesible a través de 
una tapa de reinicio impermeable al 
agua, así como con un conjunto de 
terminales de conexión de cables de 
acometida eléctrica.  

Especificaciones técnicas

•	 Estructura de poliéster resistente a 
la intemperie

•	 Una salida eléctrica mediante toma 
europea o Schuko 

•	 Protecciones de 6A, 10A o 16A
•	 Se puede equipar con contador 

eléctrico y suministro de agua

Especificaciones técnicas

•	 Se puede equipar con contador 
eléctrico

•	 Color personalizable 
•	 Estructura de poliéster resistente a 

la intemperie
•	 Una salida eléctrica mediante toma 

europea o Schuko 
•	 Protecciones de 6A, 10A o 16A

Unidades de Conexión SmartCard y Wallpod

www.almarin.es www.almarin.es 



Especificaciones técnicas

•	 Estructuras de poliéster resistentes a la intemperie
•	 Alimentación directa a Mobile Homes y bungalows (el 

TRE vía toma europea o Schuko IP44, de entre 2 y 
4 salidas) 

•	 Protecciones de 6A, 10A o 16A
•	 RU2 equipado con contador eléctrico, TRE se puede 

equipar con contadores eléctricos individualizados 
por tomas

Unidades RU1 (Sin medición)

Las unidades de conexión RU1 están diseñadas para 
proporcionar 16A, 32A y 63A sin medición eléctrica 
a través de conexión directa.

Cada unidad cuenta con un interruptor 
magnetotérmico-diferencial, accesible a través de 
una tapa de reinicio impermeable al agua, así como 
con un conjunto de terminales de conexión de cables 
de acometida eléctrica. 

See our dedicated EV charging product catalogue for further options

WallPod Hook-Ups & Combined Hook-Up / EV Charging Units

WallPod: The Modern
Hook-Up Unit
The WallPod Hook-Up Unit is the modern
alternative to the traditional grey hook-up box
and is able to provide a 16amp or 32amp kWh
metered or unmetered supply via a BS4343 IP44
electrical socket.

Each WallPod comes complete with an RCBO
providing both overload and 30mA fault current
protection accessible via a waterproof customer
re-set flap, as well as a set of 3 x 35mm
incoming cable connection terminals.

P R O D U C T  C O D E S

•   LSWA0010 – 16amp – skt
•   LSWA0030 – 32amp – skt
•   LSWA0020 – 16amp – skt – MM
•   LSWA0040 – 32amp – skt – MM
•   LSWA0080 – 1500mm x 3mm Galv Post

SU2 / EV Hook-Up Unit 
c/w EV Charging
Presenting a metered hook-up unit with the
addition of an electric vehicle charging
socket. These units include the charging
socket, the vehicle communication unit,
RCBO protection and kWh meter for the
electric vehicle charging socket, in addition to
the RCBO and MID kWh meter installed for
the caravan hook-up socket.

P R O D U C T  C O D E S

•   LSEV0010  – 16amp – 1way – 16amp EVCS
•   LSEV0020  – 16amp – 1way – 32amp EVCS
•   LSEV0110  – 16amp – 1way – MM – 16amp EVCS
•   LSEV0120  – 16amp – 1way – MM – 32amp EVCS 
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Especificaciones técnicas

Unidades TR 

Las unidades TR están diseñadas para 
ofrecer hasta cuatro conexiones, con 
el acceso a cableado, interruptores y 
contadores protegido por una puerta 
con cierre de seguridad.  Se trata 
de una unidad IP55, ideal para evitar 
acceso no autorizado. 

•	 Estructura de poliéster resistente a 
la intemperie

•	 Alimentación mediante 2, 3 o 4 
tomas tipo europea o Schuko IP44.

•	 Protecciones de 6A, 10A o 16A
•	 Se puede equipar con contadores 

eléctricos individualizados por toma

Unidad de Conexión EV

Las unidades de conexión EV son 
a su vez puntos de recarga para 
vehículos eléctricos y sistemas 
de alimentación. Cada unidad 
incluye un enchufe de recarga, 
la unidad de comunicación con el 
vehículo, protección por interruptor 
magnetotérmico-diferencial y un 
medidor kWh para cada enchufe. 

24 Residential & Touring Hook-Up Units

Hundreds more products available at www.rolecserv.com
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RU1 Residential Unit (Non-Metered)
The RU1 is a hard-wearing, cost effective connection unit specifically
designed to provide either a 16amp, 32amp or 63amp unmetered
electrical supply via its direct connection facility to the residential home. 

Each unit comes complete with an RCBO providing both overload and
30mA fault current protection accessible via a waterproof customer re-
set flap, a set of 3 x 35mm incoming cable connection terminals, as well
as a watertight compression gland to secure the home’s supply cable.

P R O D U C T  C O D E S
•   LSAG0010 – RU1 – 40amp – gland   
•   LSAG0020 – RU1 – 63amp – gland   
•   LSAF0060 – 1500mm x 3mm Galv Post

TRE Range (Non-Metered / MID kWh Metered)
The TRE range is a selection of hard-wearing, cost effective hook-up
units specifically designed for use on touring caravan and camping
sites. These units are available in non-metered or metered 2way, 3way
or 4way formats, providing either 10amp, 16amp or 32amp electrical
supplies via BS4343 IP44 electrical sockets. 

P R O D U C T  C O D E S
•   LSAG0030 – RU2 – 40amp – gland – MM
• LSAG0040 – RU2 – 63amp – gland – MM
•   LSAF0060 – 1500mm x 3mm Galv Post – 40amp Unit
• LSAF0080 – 1500mm x 3mm Galv Post – 63amp Unit

P R O D U C T  C O D E S  ( M e t e re d )
•   LSAH0070 – TRE – 16amp – 1way – MM
•   LSAH0080 – TRE – 16amp – 2way – MM
•   LSAH0090 – TRE – 16amp – 3way – MM
•   LSAH0100 – TRE – 16amp – 4way – MM
•   LSAF0080 – 1500mm x 3mm Galv Post

P R O D U C T  C O D E S  ( N o n - M e t e re d )
•   LSAH0030 – TRE – 16amp – skt – 1way
•   LSAH0040 – TRE – 16amp – skt – 2way
•   LSAH0050 – TRE – 16amp – skt – 3way
•   LSAH0060 – TRE – 16amp – skt – 4way
•   LSAF0060 – 1500mm x 3mm Galv Post 

– 1 & 2way
•   LSAF0080 – 1500mm x 3mm Galv Post 

– 3 & 4way

RU2 Residential Unit (MID kWh Metered)
With all the same attributes as the RU1, the RU2 is a metered version
of the same unit comprising of a MID approved class 1 accurate kWh
meter.

6

Unidades RU2 (Medición)

Estas unidades tienen las mismas características 
que las RU1, pero esta versión dispone de medición 
de consumo eléctrico. 

TRE (sin/con Medición)

Las unidades TRE están disponible sin o con 
medición, con 2, 3 o 4 salidas proporcionando 
intensidades de 6A, 10A, 16A y 32A a través de 
enchufes BS4343 (IP44).

Especificaciones técnicas

•	 Estructura de poliéster resistente a 
la intemperie

•	 Alimentación mediante una toma 
IP44 tipo europea o  Schuko

•	 Protecciones de 6A, 10A o 16A
•	 Se puede equipar con contador 

eléctrico y toma de recarga para 
vehículo eléctrico

Unidades de Conexión Unidades TR y Punto de Recarga EV

www.almarin.es www.almarin.es 



See our dedicated EV charging product catalogue for further options

Classic Hook-Up Bollard c/w EV Charging Socket & Park Electrical Distribution

Classic Hook-Up Bollard 
c/w EV Charging Socket
Presenting the Classic touring hook-up bollard
with the addition of an electric vehicle charging
socket. These units include the charging
socket, the vehicle communication unit and
RCBO protection for the electric vehicle
charging socket, in addition to the usual
sockets and RCBOs installed for the touring
hook-ups.

P R O D U C T  C O D E S

•   LSEV0210 Pedestal – 16amp – Skt – 1way – 16amp EVCS
•   LSEV0220 Pedestal – 16amp – Skt – 1way – 32amp EVCS
•   LSEV0230 Pedestal – 16amp – Skt – 2way – 16amp EVCS
•   LSEV0240 Pedestal – 16amp – Skt – 2way – 32amp EVCS
•   LSEV0310 Pedestal – 16amp – Skt – 1way – MM –16amp EVCS
•   LSEV0320 Pedestal – 16amp – Skt – 1way – MM – 32amp EVCS
•   LSEV0330 Pedestal – 16amp – Skt – 2way – MM – 16amp EVCS
•   LSEV0340 Pedestal – 16amp – Skt – 2way – MM – 32amp EVCS 

Electrical Mains &
Distribution Units
Rolec designs and manufactures a wide range
of electrical mains panels and distribution units
to suit your individual requirements and
electrical systems. These panels and units
come complete with built-in switchgear, cable
terminals and, where required, metering and
street light operating photocells.

We are able to manufacture these bespoke
panels and units to your specification.

P R O D U C T  C O D E S

•   DUAD4000   004 – 100amp 4P iso – 6x 63amp 1P MCBs
•   DUAD5000   005 – 125amp 4P iso – 9x 63amp 1P MCBs
•   DUAD6000   006 – 160amp 4P iso – 12x 63amp 1P MCBs
•   DUAD0790   004 – GM Pillar and Shroud
•   DUAD0800   005 – GM Pillar and Shroud
•   DUAD0801   006 – GM Pillar and Shroud
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Especificaciones técnicas

Torretas Classic  
con Punto de Recarga

Las torretas Classic pueden estar 
equipadas con un enchufe para 
recargar los vehículos eléctricos. 
Estas unidades incluyen un enchufe 
de recarga y su protección eléctrica, 
la unidad de comunicación con el 
vehículo y un medidor kWh para el 
enchufe, además de los enchufes 
habituales con su correspondiente 
protección individualizada. 

•	 Estructura de acero galvanizado
•	 Carcasa IP65 personalizable
•	 Se puede equipar desde 1 hasta 8 

tomas eléctricas de tipo europeo o 
Schuko

•	 Protecciones de 6A, 10A o 16A
•	 Equipable con las mismas opciones 

que la gama Classic, además de 
una toma para vehículo eléctrico

Redes Eléctricas  
y Unidades de Distribución

Ponemos a su disposición una amplia 
gama de paneles de redes eléctricas  
y unidades de distribución para 
cumplir con sus requerimientos y 
sistemas eléctricos. Estos productos 
vienen equipados con conmutadores 
incorporados, terminales de cable 
y, si es necesario, sistemas de 
medición y fotocélulas de iluminación 
pública. 

Especificaciones técnicas

•	 Equipos de distribución eléctrica 
•	 Diseño y dimensionado de líneas
•	 Sistema de prepago de consumos
•	 Sistema de telegestión de datos

24

Classic Hook-Up Bollard 
This Touring Hook-Up Bollard is the world’s
most popular utility bollard with now over
100,000 sold globally. It is specifically designed
for use on touring caravan and camping sites. 

Each bollard comes complete with an RCBO
per socket, providing both overload and 30mA
fault current protection, accessible via a
waterproof customer re-set flap, as well as a
set of 3 x 35mm incoming cable connection
terminals.

P R O D U C T  C O D E S

•   LSAI0010 – 16amp – skt – 1way
•   LSAI0020 – 16amp – skt – 2way
•   LSAI0030 – 16amp – skt  – 3way
•   LSAI0040 – 16amp – skt – 4way
•   LSAK0030 – To add LED Lighting
•   LSAK0140 – To add a Mini-Meter
•   LSAK0040 – To add a Water Tap
•   GMCP0010 – Galv Ground Base

Touring Hook-Up Bollards

Hundreds more products available at www.rolecserv.com

Quantum Hook-Up Bollard 
This exciting new range of anodised aluminium
pedestal brings a modernisation to our range of
caravan park touring bollards whilst maintaining
the same versatility to our portfolio that the
Classic range does.

Robust attractive utility bollards with LED
lighting and colour/branding options.

P R O D U C T  C O D E S

•   MAQR0210 – 16amp – skt – 1way
•   MAQR0220 – 16amp – skt – 2way
•   MAQR0230 – 16amp – skt – 3way  
•   MAQR0240 – 16amp – skt – 4way
•   MAQR1000 – To add LED Lighting
•   MAFA0190 – To add a Mini-Meter
•   MAFA0290 – To add a Water Tap
•   GMQR0010 – Galv Ground Base
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Classic Hook-Up Bollard 
This Touring Hook-Up Bollard is the world’s
most popular utility bollard with now over
100,000 sold globally. It is specifically designed
for use on touring caravan and camping sites. 
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per socket, providing both overload and 30mA
fault current protection, accessible via a
waterproof customer re-set flap, as well as a
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Quantum Hook-Up Bollard 
This exciting new range of anodised aluminium
pedestal brings a modernisation to our range of
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Classic range does.
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•   GMQR0010 – Galv Ground Base
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Especificaciones técnicas

Torretas Classic

Las torretas Classic proporcionan 
electricidad, agua e iluminación para 
campings. 
Cada enchufe cuenta con un 
interruptor magnetotérmico-diferencial, 
accesible a través de una tapa de 
reinicio impermeable al agua, así 
como con un conjunto de terminales 
de conexión de cables de acometida 
eléctrica. 

•	 Estructura de acero galvanizado
•	 Carcasa IP65 personalizable
•	 Se puede equipar desde 1 hasta 8 

tomas eléctricas de tipo europeo o 
Schuko

•	 Protecciones de 6A, 10A o 16A
•	 Equipable con contadores eléctricos, 

suministro de agua, TV, conexión a 
la red, puntos de luz...

•	 Acabado y color personalizable

Torretas Quantum

Las torretas Quantum son una gama 
superior fabricada con un marco 
en aluminio anodizado extruido, 
siguiendo la categoría I IP66 (BS EN 
60529). También se caracteriza por 
ser resistente a la corrosión y a la 
radiación solar. 

Especificaciones técnicas

•	 Estructura de aluminio anodizado  
y base de policarbonato

•	 Carcasa IP66
•	 Se puede equipar desde 1 hasta 8 

tomas eléctricas de tipo europeo o 
Schuko

•	 Protecciones de 6A, 10A o 16A
•	 Equipable con contadores eléctricos, 

suministro de agua, TV...
•	 Acabado y color personalizable

See our dedicated EV charging product catalogue for further options

Classic Hook-Up Bollard c/w EV Charging Socket & Park Electrical Distribution

Classic Hook-Up Bollard 
c/w EV Charging Socket
Presenting the Classic touring hook-up bollard
with the addition of an electric vehicle charging
socket. These units include the charging
socket, the vehicle communication unit and
RCBO protection for the electric vehicle
charging socket, in addition to the usual
sockets and RCBOs installed for the touring
hook-ups.

P R O D U C T  C O D E S

•   LSEV0210 Pedestal – 16amp – Skt – 1way – 16amp EVCS
•   LSEV0220 Pedestal – 16amp – Skt – 1way – 32amp EVCS
•   LSEV0230 Pedestal – 16amp – Skt – 2way – 16amp EVCS
•   LSEV0240 Pedestal – 16amp – Skt – 2way – 32amp EVCS
•   LSEV0310 Pedestal – 16amp – Skt – 1way – MM –16amp EVCS
•   LSEV0320 Pedestal – 16amp – Skt – 1way – MM – 32amp EVCS
•   LSEV0330 Pedestal – 16amp – Skt – 2way – MM – 16amp EVCS
•   LSEV0340 Pedestal – 16amp – Skt – 2way – MM – 32amp EVCS 

Electrical Mains &
Distribution Units
Rolec designs and manufactures a wide range
of electrical mains panels and distribution units
to suit your individual requirements and
electrical systems. These panels and units
come complete with built-in switchgear, cable
terminals and, where required, metering and
street light operating photocells.

We are able to manufacture these bespoke
panels and units to your specification.

P R O D U C T  C O D E S

•   DUAD4000   004 – 100amp 4P iso – 6x 63amp 1P MCBs
•   DUAD5000   005 – 125amp 4P iso – 9x 63amp 1P MCBs
•   DUAD6000   006 – 160amp 4P iso – 12x 63amp 1P MCBs
•   DUAD0790   004 – GM Pillar and Shroud
•   DUAD0800   005 – GM Pillar and Shroud
•   DUAD0801   006 – GM Pillar and Shroud
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24 StreetServ, Street Lighting & PowerMaster

Hundreds more products available at www.rolecserv.com

EV 10

StreetServ
A heavy-duty, hard-wearing street post that
offers lockaway electrical hook-ups. Available in
both round top and ball top versions, as well as a
gloss or matt finish.

P R O D U C T  C O D E S

•   PSAA0160 – Round Top, 1 x 16amp Socket, 1 x RCD, 1 x MCB
•   PSAA0190 – Round Top, 2 x 16amp Sockets, 1 x RCD, 2 x MCBs
•   PSAA0220 – Round Top, 3 x 16amp Sockets, 1 x RCD, 3 x MCBs
•   PSAA0170 – Ball Top, 1 x 16amp Socket, 1 x RCD, 1 x MCB
•   PSAA0200 – Ball Top, 2 x 16amp Sockets, 1 x RCD, 2 x MCBs
•   PSAA0230 – Ball Top, 3 x 16amp Sockets, 1 x RCD, 3 x MCBs

Street Lighting
We offer a range of street lighting columns with
a wide variety of lighting head options, but our
most popular is our 5 metre galvanised steel
street lighting column offering CMS compatible
30W LED highway spec street light head and
cut out (BS7654) including fuse.  

P R O D U C T  C O D E S

•   LGSP0490 – 5m – 30W LED – c/out & fuse

PowerMaster
Underground pop-up electrical hook-ups.
Electrical supplies are provided from an IP55
enclosure, which can be discreetly placed
away in a drive-over capable galvanised
housing when not in use.  All units come with
individual socket overload protection and either
individual or grouped fault current protection.

P R O D U C T  C O D E S

•   PSCA0010 – 1 x 16amp 230V Socket
•   PSCA0030 – 2 x 16amp 230V Sockets
•   PSCA0050 – 3 x 16amp 230V Sockets
•   PSCA0070 – 4 x 16amp 230V Sockets
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StreetServ

Estos postes proporcionan puntos 
de conexión eléctrica de 16A. Con 
un diseño antivandálico, están 
disponibles en varios formatos, y con 
acabado mate o brillante.   
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Iluminación Pública

Las farolas solares tienen una amplia 
variedad de cabezales, pero la opción 
más popular es la farola de 5m de 
acero galvanizado con protección por 
fusible, según normativa BS7654. 

PowerMaster

Las unidades de conexión eléctrica 
bajo tierra proporcionan una tapa 
IP55, que puede estar discretamente 
oculta dentro de una caja galvanizada 
mientras no se encuentra en uso. 
Todas las unidades vienen con 
enchufes individuales con protección  
por interruptor magnetotérmico-
diferencial individualizado.  

See our dedicated EV charging product catalogue for further options

EV StreetCharge, WallPod: EV CommercialCharge & BasicCharge: EV Pedestal

EV StreetCharge 
EV StreetCharge has been designed and
developed to offer both electric vehicle charging
and street lighting from the same column.

P R O D U C T  C O D E S

•   LGSC0010 Street Charge Free-to-use EV Charging Point 
•   LGSC0020 Street Charge Keyswitch Controlled 

EV Charging Point 
•   LGSC0030 Street Charge EV Charge Online Charging Point

11

WallPod: EV CommercialCharge
The WallPod: EV CommercialCharge range is a low-cost, entry level
commercial charging unit, designed to offer full Mode 3 fast charging to
every Electric Vehicle (EV) on the market today. This charging unit has
been specifically designed for charging EVs in commercial locations,
such as caravan parks, and is available in Type 1 or Type 2 tethered
cable, or Type 2 socket, versions.

BasicCharge: EV Pedestal
The BasicCharge: EV Pedestal is the brother to Rolec’s world-leading Classic
utility bollard, which now boasts over 105,000 units sold worldwide. This mass
produced, tried and tested pedestal is, we believe, the most affordable and
adaptable EV charging pedestal in the world. This versatile pedestal offers either
1way or 2way Type 2, Mode 3 fast charging socket(s), c/w hatchlock, built-in
overload & fault current protection and LED illumination.

P R O D U C T  C O D E S

•   EVCL2005 – 1 x 16amp (3.6kW) Type 2 socket
•   EVCL2006 – 1 x 32amp (7.2kW) Type 2 socket
•   EVCL2015 – 2 x 16amp (3.6kW) Type 2 sockets
•   EVCL2016 – 2 x 32amp (7.2kW) Type 2 sockets
•   EVCL2024 – 1 x 16amp (3.6kW) and 

1 x 32amp (7.2kW) Type 2 sockets

•   EVCL2007 – 1 x 16amp, 3 phase (11kW) Type 2 socket
•   EVCL2008 – 1 x 32amp, 3 phase (22kW) Type 2 socket
•   EVCL2017 – 2 x 16amp, 3 phase (11kW) Type 2 sockets
•   EVCL2018 – 2 x 32amp, 3 phase (22kW) Type 2 sockets
•   EVCL2025 – 1 x 32amp, 1 phase (7.2kW) and 1 x 32amp, 

3 phase (22kW) Type 2 sockets

P R O D U C T  C O D E S

•   EVWP1086 – 16amp (3.6kW) Type 1 tethered cable
•   EVWP1146 – 32amp (7.2kW) Type 1 tethered cable
•   EVWP2086 – 16amp (3.6kW) Type 2 tethered cable
•   EVWP2146 – 32amp (7.2kW) Type 2 tethered cable
•   EVWP2016 – 16amp (3.6kW) Type 2 socket

•   EVWP2026 – 32amp (7.2kW) Type 2 socket
•   EVWP2096 – 16amp (11kW) Type 2 tethered cable
•   EVWP2156 – 32amp (22kW) Type 2 tethered cable
•   EVWP2036 – 16amp (11kW) Type 2 socket
•   EVWP2046 – 32amp (22kW) Type 2 socket 
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Wallpod EV

Los Wallpod EV son unas soluciones 
económicas diseñadas para proporcionar 
recarga de hasta Modo 3 a cualquier 
vehículo eléctrico. Estas unidades han sido 
especialmente concebidas para zonas de 
aparcamiento de caravanas. Están disponibles 
con enchufes Tipo 1 y Tipo 2. 

Torretas de Recarga EV

Las torretas de recarga EV están equipadas con una o dos salidas 
Tipo 1 o 2, de hasta Modo 3 de carga, además de protección de 
sobrecarga e iluminación LED. También se encuentra disponible 
como una unidad de alta velocidad con una o dos salidas IEC 
62196, ofreciendo una carga monofásica o trifásica de potencias 
entre 3,6kW hasta 22kW. 
 

StreetServ, Iluminación Pública y PowerMaster

StreetCharge EV

Los StreetCharge EV han sido 
diseñados para ofrecer la recarga 
de coches eléctricos y también 
iluminación pública. 

Recarga de Vehículos Eléctricos
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